‘ TYPE APPROVAL CERTIFICATE
R I } H No. ELE315724CS

This is to certify that the product below is found to be in compliance with the applicable requirement
of the RINA type approval system.

Description Alarm system for high and very high level in cargo tanks
Type ITHLA
Applicant INELTEH
Ljubljanska Cesta 7
HR-51000 Rijeka
Croatia
Manufacturer INELTEH
Place of manufacture Ljubljanska Cesta 7
HR-51000 Rijeka
Croatia
Reference standards RINA Rules for the Classification of Ships - Part C, Machinery,
Systems and Fire Protection - Chapter 3, Section 6 , table 1

Issued in Genoa on December 3,2024. This Certificate is valid untii December 3, 2029

RINA Services S.p.A.
Luigi Benedetti

This certificate consists of this page and 1 enclosure

RINA Services S.p.A.

Via Corsica, 12 - 16128 Genova
Tel +39 010 53851

Fax +39 010 5351000

Digitally signed by RINA Services S.p.A. on 03 Dec 2024. No handwritten signature is provided.



TYPE APPROVAL CERTIFICATE

No. ELE315724CS
Enclosure - Page 1 of 1
ITHLA

ITHLA Series high and very high level alarm system consisting of:

Magnetic level switches:
type ITHLA-1, single point alarm, with protection tube
type ITHLA-1/C, single point alarm, without protection tube
type ITHLA-2, double point alarm, with protection tube
type ITHLA-2/C, double point alarm, without protection tube
Characteristic:

- Material: AISI 316 stainless steel

- Operating temperature: -25°C up to +90°C

- Working pressure: up to 4 bar

type ITHLA-1/B, single point alarm, for asphalt or bitumen
type ITHLA-2/B, double point alarm, for asphalt or bitumen
Characteristic:

- Material: AISI 316 stainless steel

- Operating temperature up to +280°C

Alarm units type ITDAC-14B.
Characteristic:
- Power Supply: 230V/24V ac/dc
- 8 analog input
- Common relay alarm output
- Sw. version HighOvf v2.05

General Remarks:

- Installation in hazardous areas is to be in accordance with the safety parameters as reported in the relevant Ex Type
Examination Certificates

- High level and overfill alarms are to be electrically independent from each other

- Sensor heads and alarm unit mechanical protection IP Certificate (IEC 60529) shall be available on request.

Technical documentation:

Data sheet:

INELTEH technical description: High and Overfill alarm System (04 level detecting and measurement)
ISO 9001:2015 (dated 16-04-2024)

Test Report Inelteh:

Inelteh test report TR1-ITHLA-2 (1999/02/15), Inelteh TR no. PT-Performance-2101-001 (2021/01/14),

Inelteh TR no.ST-High Voltage-1710-001 (2018/02/28), Inelteh TR no. ST-PowerSupply-1405-001 (2014/07/16),
Inelteh TR no. CT-Cold-1403-001 (2014/03/07), Inelteh TR no. CT-Heat-1403-001/A (2014/03/13),

Inelteh TR no. CT-Humidity-1710-001 (2018/02/28), Inelteh TR no. IT-Inclination-1710-001 (2018/02/28).

Test Report Koncar:

Koncar EMC report n. 21583EMC21034 (2021/06/30), Koncar EMC report n. 21580181102 (2002/11/18),
Koncar TR no 51-09714 (2014/07/02), Koncar TR n. 51584VIB20013 (2020/09/29),

Koncar TR no. 2158VIB24016 (2024/09/23), Koncar TR no. 51-14524 (2024/08/26),

Koncar TR no. 51-14221 (2021/09/20), Koncar TR no. 21584VIB17003 (2017/09/08),

Koncar TR no. 21583SCD21034 (2021/05/31).

Test Report SIQ:
SIQ TR T221-049/98 (1999/02/09), SIQ TR T221-0007/99 (1999/03/01).

RINA Services S.p.A.

Via Corsica, 12 - 16128 Genova
Tel +39 010 53851

Fax +39 010 5351000

Digitally signed by RINA Services S.p.A. on 03 Dec 2024. No handwritten signature is provided.



Reference documents:

TAO APP dated 11/06/2024

Offer 2024/17740

TAO-AUDIT n. 2024/XJ/01/39 (05/07/2024)

TUV NORD Certificate QMS n. 44 100 16430315 (16/04/2023)
Excel file "1 - ITHLA, test performed"

The documents above-mentioned have been archived in the Leonardo Draw Plus portal under the project:
https://leodrawplus.rina.org/projects/51421/detail

Genoa December 3, 2024

RINA Services S.p.A.

Via Corsica, 12 - 16128 Genova
Tel +39 010 53851

Fax +39 010 5351000

Digitally signed by RINA Services S.p.A. on 03 Dec 2024. No handwritten signature is provided.



